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FIRE DEPT. INLET CONN. FREESTANDING TYPE

DOUBLE CLAPPER TWO-WAY INLET

Brass Body * Overall Height: 24"

OVERALL HEIGHT: 24"
BODY SWING RADIUS: 7 1/4"

*U/L LISTED

500 G.P.M. minimum inlet capacity
auxiliary inlet connection.

STANDARD EQUIPMENT:  Cast brass bottom outlet

body with double clappers, outlet and inlet sizes as
selected by figure number, 18" high brass seamless 
tubing; brass branded plate; cast brass plugs and 
chains.  Branding as selected. 

SPECIFY THREAD AND BRANDING.

BRANDING:   "Standpipe", "Auto Spkr."

Special lettering available.

OPTIONAL FINISHES:
PB - Polished Brass

RC - Rough Chrome Plated

PC - Polished Chrome Plated
___________________________________________________

Figure No. 6510

Figure No. Size

*6510 4  X 2 1/2 X 2 1/2

  6512 6 X 2 1/2 X 2 1/2

 6513 4 X 3 X 3

 6514 5 X 3 X 3

 6515 6 X 3 X 3

Brass Body * Overall Height: 24"

Figure No. 6527

TRIPLE CLAPPER THREE-WAY INLET

OVERALL HEIGHT: 24"
BODY SWING RADIUS: 8"

OPTIONAL FINISHES:
PB - Polished Brass
RC - Rough Chrome Plated
PC - Polished Chrome Plated

Figure No. Size

6526 4  X 2 1/2 X 2 1/ 2 X  2 1/2

6527 6  X 2 1/2 X 2 1/ 2 X  2 1/2

6  X 2 1/2 X 2 1/2 X  2 1/2 X  2 1/2

            Figure No. 6530

FOUR-WAY CLAPPER SNOOT STYLE INLET
 Brass Body* Overall Height: 24" 

750 G.P.M. minimum inlet capacity

auxiliary inlet connection.

STANDARD EQUIPMENT:
body with triple clappers, outlet size as selected by

figure number; 18" high brass seamless tubing 
brass branded plate; cast brass plugs and chains. 

SPECIFY THREAD AND BRANDING.

Cast Brass bottom outlet 

Branded as selected. 

  

            "Standpipe-Sprinkler".
PLATE BRANDING: "Standpipe", "Auto Spkr",

            Special lettering 

 available.

___________________________________________________

 Figure No. 6532

A free standing auxiliary inlet connection with 1,000 G.P.M.
minimum inlet capacity to supplement fire protection water
water supply.

STANDARD EQUIPMENT:  Cast Brass bottom outlet body 
with clapper snoots on each inlet; 18" high brass seamless:
brass branded plate; cast brass plugs and chains.  Branding 
as selected.  SPECIFY THREAD AND BRANDING.

FINISH:  Cast Brass Body, Polished Brass Trim

OPTIONAL FINISH:  PC- Polished Chrome Plated trim,
Rough Chrome Body

            "Standpipe-Sprinkler".
PLATE BRANDING: "Standpipe", "Auto Spkr",

             Special lettering 

  available.


